Ul

170 (15.80 VIEWABLE) ULTRA HIGH

RESOLUTION COLOR MONITOR

WITH PREVU ™ AND COLORIGHT ™

TECHNOLOGY

CRT Size/Type

17" (15.8" viewable), dark tinted, non-glare silica coated, anti-static
coated, Flat Square Tube (FST) with Invar shadow mask, dynamic focus
and low electromagnetic field

Dot Pitch

0.28mm

Maximum Resolution

1280 (H) x 1024 (V) Non-interlaced (Addressable)

Compatibility

1280 x 1024 @ 65Hz, VESA® 1024 x 768 @ 75Hz, XGA/2, XGA/IBM
8514/A, VESA” 800 x 600 @ 75Hz, Super VGA 800 x 600 @ 56/60Hz,
VGA, Macintosh™*, SPARCStation™*, and more

Plug And Play Compatibility

VESA™ DDC1/2B

Vertical Scan Range

Auto-synchronizing 50-120Hz

Horizontal Scan Range

Auto-synchronizing 30-70KHz

Maximum Dot Clock

100MHz (-3 db) nominal

Display Area Default: 11.8" (H) x 8.9" (V) [300mm x 225mm]
Overscan: 12.7" (H) x 9.5" (V)  [322mm x 240mm]
Input Signal Video: Analog 0.7 Ve-2/75Q

Sync:  SEPARATE: TTL Level

Input Connector/Cahle

15 pin mini D-sub, captive cable

User Controls

Front: Power & Manual Degauss (automatic on startup). PreVu™ OSD:

Brightness, Contrast, Horizontal Position, Horizontal Size, Vertical Position,
Vertical Size, Trapezoid, Pincushion, Rotate, and Coloright™ controls

Power Supply

100-240Vac 50/60Hz, Auto-switching
VESA® DPMS™ and EPA Energy Star™ Compliant
On: 100W max; Stand-By: 70W max; Suspend: 25W max; Off: 8W max

Tilt and Swivel Base

Removable 4-way ergonomic tilt and swivel base

Dimensions (Overall)

16.2" (W) x 16.7" (H) x 17.9" (D) [411mm x 424mm x 455mm]|

Weight Net: 39.6 Ibs. (18.0kg); Gross: 47.0 Ibs. (21.4kg)
Certification FCC Class B, MPR I, CSA, DHHS, TUV/GS, UL, 1809241-3, CE
Warranty 3 years on parts, 3 years on CRT, 3 years on labor

* With optional adapter. Actual resolution will depend on timing signal. Please call for more information.
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