19” (18” VIEWABLE) ULTRA HIGH

RESOLUTION COLOR MONITOR

WITH PREVU™ AND COLORIGHT™

TECHNOLOGY

CRT Size/Type

19" (18" viewable) dynamic focus, Invar shadow mask with AARTOI
(advanced anti-reflection technology) and High Contrast coating.

Dot Pitch

0.26mm

Maximum Resolution™ (H x V)

1600 x 1200 Non-interlaced (Addressable)

Compatibility

VESA™1600 x 1200 @ 75Hz, VESA® 1280 x 1024 @ 75/85Hz, VESA”
1024 x 768 @ 75/85Hz, VESA” 800 x 600 @ 75/85Hz, VESA® 640 x
480 @ 75/85Hz, Power Macintosh™*, SPARCStation™

Plug And Play Compatibility

VESA™ DDC1/2B

Vertical Scan Range

Auto-synchronizing 50-150Hz

Horizontal Scan Range

Auto-synchronizing 30-95KHz

Maximum Dot Clock

210MHz

Display Area™ (H x V)

Default: 14.2" x 10.6" (360mm x 270mm)
Overscan: 14.4" x 10.8" (365mm x 274mm)

Input Signal

Video: Analog 0.7 Ve-2/75Q
Sync: Separate and Composite TTL Level

Input Connector/Cahle

Detachable 15-pin mini D-sub cable

User Controls

Brightness, Contrast, Horizontal Position, Horizontal Size, Vertical Position,
Vertical Size, Pincushion, Trapezoid, Rotation, V-Moiré, H-Moiré, Degauss,
Parallelogram, Coloright™ controls, Information

Power Supply

AC 120V/60Hz & 220V/50Hz Auto-switching
VESA” DPMS™, EPA Energy Star™ and NUTEK compliant
On: 150W max; Standby: 25W max; Sleep: 5W max

Tilt and Swivel Base

Four-way ergonomic tilt and swivel base

Overall Dimensions (W x H x D)

18.8" x 18.8" x 18.9" (478mm x 478mm x 480mm)

Weight

Net: 54.4 Ib. (24.7kg)
Gross: 69.5 Ib. (31.6kg)

Certification

UL, CSA, TUV/GS, FCC Class B, DHHS, TCO '95, CE

Warranty

3 years on parts, 3 years on CRT, 3 years on labor
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